
DATA

Technical specifications

Operating voltage

Operating frequency

Rated currents

Rated inductance

Stray inductance

Inductance reduction (DC bias with IN)

High potential test voltage winding-to-
winding @ 25°C

MTBF @ 40°C/230 V (Mil-HB-217F)

Surge current @ 10 msec

Temperature range (operation and storage)

Flammability corresponding to

Design corresponding to

Features and benefits

Typical applications

http://ul.com/
https://www.vda.de/de/services/Publikationen/Publikation.~1261~.html
http://ec.europa.eu/environment/waste/rohs_eee/index_en.htm
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Choke selection table

Filter Current @ ambient Inductance Resistance A B H Weight

(lN) temperature (LN) (RDC)

[A] [°C] [mH] [mOhm] [mm] [mm] [mm] (g)

RN 102-0.3-02-22M

RN 102-0.3-02-12M

RN 102-0.6-02-4M4

RN 102-1-02-3M0

RN 102-1.5-02-1M6

RN 102-2-02-1M1

RN 112-0.4-02-39M

RN 112-0.4-02-27M

RN 112-0.5-02-27M

RN 112-0.5-02-18M

RN 112-0.5-02-15M

RN 112-0.6-02-15M

RN 112-0.8-02-10M

RN 112-1.2-02-6M8

RN 112-1.5-02-3M3

RN 112-2-02-1M8

RN 112-2-02-1M0

RN 112-2.6-02-0M4

RN 112-3.6-02-0M4

RN 112-4-02-0M7

RN 114-0.3-02-47M

RN 114-0.5-02-39M

RN 114-0.8-02-27M

RN 114-1-02-15M

RN 114-1.2-02-10M

RN 114-1.5-02-6M8

RN 114-2-02-4M2

RN 114-2.5-02-3M3

RN 114-3-02-2M0

RN 114-4-02-1M5

RN 116-0.5-02-47M

RN 116-0.5-02-39M

RN 116-0.5-02-27M

RN 116-0.8-02-27M

RN 116-1-02-15M

RN 116-1-02-10M

RN 116-1.3-02-6M8

RN 116-1.5-02-10M

RN 116-1.7-02-4M0

RN 116-2-02-3M3

RN 116-2-02-2M2

RN 122-0.5-02-56M

RN 122-0.6-02-47M

RN 122-0.8-02-39M

RN 122-1-02-18M

RN 122-1-02-10M

RN 122-1.5-02-10M

RN 122-2-02-6M8

RN 122-2-02-5M0

RN 122-2.5-02-5M6

RN 122-3-02-4M5

RN 122-4-02-3M3

RN 122-4-02-1M8
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Filter Current @ ambient Inductance Resistance A B H Weight

(lN) temperature (LN) (RDC)

[A] [°C] [mH] [mOhm] [mm] [mm] [mm] (g)

RN 142-0.5-02-82M

RN 142-1-02-33M

RN 142-1.4-02-27M

RN 142-2-02-6M8

RN 142-4-02-3M3

RN 142-6-02-1M8

RN 143-0.5-02-100M

RN 143-1-02-47M

RN 143-2-02-10M

RN 143-4-02-3M9

RN 143-6-02-1M8

RN 152-1-02-68M

RN 152-2-02-18M

RN 152-4-02-6M8

RN 152-6-02-3M9

RN 152-8-02-2M7

RN 152-10-02-1M8

RN 202-0.3-02-22M

RN 202-0.3-02-12M

RN 202-0.6-02-4M4

RN 202-1-02-3M0

RN 202-1.5-02-1M6

RN 202-2-02-1M1

RN 204-0.3-02-22M

RN 204-0.3-02-12M

RN 204-0.6-02-4M4

RN 204-1-02-3M0

RN 204-1.5-02-1M6

RN 204-2-02-1M1

RN 212-0.4-02-39M

RN 212-0.4-02-27M

RN 212-0.5-02-27M

RN 212-0.5-02-18M

RN 212-0.5-02-15M

RN 212-0.6-02-15M

RN 212-0.8-02-10M

RN 212-1.2-02-6M8

RN 212-1.5-02-3M3

RN 212-2-02-1M8

RN 212-2-02-1M0

RN 212-2.6-02-0M4

RN 212-3.6-02-0M4

RN 212-4-02-0M7

RN 214-0.3-02-47M

RN 214-0.5-02-56M

RN 214-0.5-02-39M

RN 214-0.8-02-27M

RN 214-1-02-15M

RN 214-1.2-02-10M

RN 214-1.5-02-6M8

RN 214-2-02-4M2
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Filter Current @ ambient Inductance Resistance A B H Weight

(lN) temperature (LN) (RDC)

[A] [°C] [mH] [mOhm] [mm] [mm] [mm] (g)

RN 214-2-02-2M2

RN 214-2.5-02-3M3

RN 214-3-02-2M0

RN 214-4-02-1M5

RN 216-0.5-02-47M

RN 216-0.5-02-39M

RN 216-0.5-02-27M

RN 216-0.8-02-27M

RN 216-1-02-15M

RN 216-1-02-10M

RN 216-1.3-02-6M8

RN 216-1.5-02-10M

RN 216-1.7-02-4M0

RN 216-2-02-3M3

RN 216-2-02-2M2

RN 222-0.5-02-56M

RN 222-0.6-02-47M

RN 222-0.8-02-39M

RN 222-1-02-33M

RN 222-1-02-18M

RN 222-1.5-02-10M

RN 222-2-02-6M8

RN 222-2.5-02-5M6

RN 222-3-02-4M5

RN 222-4-02-3M3

RN 232-0.6-02-47M

RN 232-1-02-18M

RN 232-1.6-02-10M

RN 232-2.5-02-5M6

RN 232-4-02-3M3

RN 242-0.5-02-82M

RN 242-1-02-33M

RN 242-1.4-02-27M

RN 242-2-02-6M8

RN 242-4-02-3M3

RN 242-6-02-1M8
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Typical attenuation/resonance frequency characteristics
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Mechanical data

Dimensions

A B H L W P ØP

(±0.6 mm) (±0.6 mm) (±0.3 mm) (±0.3 mm) (±0.3 mm) (±0.5 mm) (±0.1 mm)

RN 102

RN 112

RN 114

RN 116

RN 122

RN 142

RN 143

RN 152

RN 202

RN 204

RN 212

RN 214

RN 216

RN 222

RN 232

RN 242

http://www.schaffner.com
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Headquarters, global
innovation and development

Schaffner Group

Sales and application centers

Schaffner EMC Ltd. Shanghai

Schaffner Oy

Schaffner EMC S.A.S.

Schaffner Deutschland GmbH

Schaffner India Pvt. Ltd

Schaffner EMC S.r.l.

Schaffner EMC K.K.

Schaffner EMC Pte Ltd.

Schaffner EMC España

Schaffner EMC AB

Schaffner EMV AG

Schaffner EMV Ltd.

Schaffner EMC Co. Ltd.

Schaffner Ltd.

Schaffner EMC Inc.

Schaffner North America

Schaffner North America

mailto:info@schaffner.com
http://www.schaffner.com
http://schaffner.com/
mailto:cschina@schaffner.com
http://www.schaffner.com.cn
mailto:finlandsales@schaffner.com
mailto:francesales@schaffner.com
mailto:germanysales@schaffner.com
mailto:indiasales@schaffner.com
mailto:italysales@schaffner.com
mailto:japansales@schaffner.com
http://www.schaffner.jp
mailto:singaporesales@schaffner.com
mailto:spainsales@schaffner.com
mailto:swedensales@schaffner.com
http://www.schaffner.com
mailto:switzerlandsales@schaffner.com
mailto:taiwansales@schaffner.com
http://www.schaffner.tw
mailto:thailandsales@schaffner.com
mailto:uksales@schaffner.com
mailto:usasales@schaffner.com
http://www.schaffnerusa.com
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